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Removing the Battery
1. Turn the computer off, and turn it over.
2. Slide the latch  in the direction of the arrow (Figure 1a).
3. Slide the latch  in the direction of the arrow, and hold it in place (Figure 1a).
4. Lift the battery in the direction of the arrow .
5. Lift the battery  out of the compartment (Figure 1c).
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Figure 1
Battery Removal

a. Slide the latch and hold in
place.

b. Lift the battery up toward
the direction of the arrow.

c. Lift the battery out.
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Removing the Primary System Memory (RAM) 
The computer has four memory sockets for 204 pin Small Outline Dual In-line (SO-DIMM) DDR 3L type memory modules.
The total memory size is automatically detected by the POST routine once you turn on your computer. 

Note that four SO-DIMMs are only supported by Quad-Core CPUs; Dual-Core CPUs support two SO-DIMMs maxi-
mum.

Two primary memory sockets are located under component bay cover (the bottom case cover), and two secondary
memory sockets are located under the keyboard (not user upgradable). If you are installing only two RAM modules
then they should be installed in the primary memory sockets under the component bay cover.

Note that the RAM located under the keyboard is not user upgradable.  

Memory Upgrade Process
1. Turn off the computer, and turn it over, remove the battery (page 2 - 5).
2. Remove screws  - . 
3. Slide the bottom cover until the cover and case indicators  are aligned (Figure 6a).

Figure 6
 RAM Module 

Removal

a. Remove the screws.
Slide the bottom
cover until the cover
and case indicators
are aligned.
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• Note that the size of screw  is M2.5 x 8L.4
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Removing and Installing the Processor
Processor Removal Procedure
1. Turn off the computer, remove the battery (page 2 - 5), and component bay cover (page 2 - 10).
2. Remove screws  -  from the heat sink unit in the order indicated on the label (i.e screw  first through to 

screw  last Figure 10a).
3. Carefully (it may be hot) remove the heat sink unit (Figure 10b).
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Processor 
Removal

Procedure

a. Remove the screws
in the correct order.

b. Carefully remove
the heat sink unit.

9. Heat Sink Unit
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Loosen the screws in the reverse
order  8-7-6-5-4-3-2-1 as indicated.

3

41

2

5 7

6 8



Disassembly

Removing and Installing the Video Card 2 - 21

2.D
isassem

bly

Removing and Installing the Video Card
Video Card Removal Procedure
1. Turn off the computer, turn it over and remove the battery  (page 2 - 5) and component cover (page 2 - 10).
2. Remove screws  - from the heat sink unit in the order indicated on the label (i.e screw  first through to 

screw  last) (Figure 16a).
3. Carefully (it may be hot) remove the heat sink unit  (Figure 16b).
4. Remove screws  &  from the video card.  The video card   will pop up (Figure 16c).
5. Remove the video card (Figure 16d).

9. Heat Sink Units
12. Video Card

• 10 Screws 

Caution

The heat sink, and video
card area in general,
contains parts which are
subject to high tempera-
tures. Allow the area
time to cool before re-
moving these parts.

Figure 16
Video Card 

Removal Procedure

a. Remove the screws in
the correct order.

b. Carefully remove the
heat sink units.  

c. Remove the video card
screws.  The video card
will pop up.

d. Remove the video card.
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9 Heat Sink Screw Removal 
and Insertion

Remove the screws from the heat
sink in the order indicated here: 8-
7-6-5-4-3-2-1.

When tightening the screws,
make sure that they are tightened
in the order: 1-2-3-4-5-6-7-8.
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Removing and Installing the Video Card
Video Card Removal Procedure
1. Turn off the computer, turn it over and remove the battery  (page 2 - 5) and component cover (page 2 - 10).
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screw  last) (Figure 16a).
3. Carefully (it may be hot) remove the heat sink unit  (Figure 16b).
4. Remove screws  &  from the video card.  The video card   will pop up (Figure 16c).
5. Remove the video card (Figure 16d).
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tures. Allow the area
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Video Card 

Removal Procedure

a. Remove the screws in
the correct order.

b. Carefully remove the
heat sink units.  

c. Remove the video card
screws.  The video card
will pop up.

d. Remove the video card.
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